
Item Code Dimensions (mm)

Pitch of Component 

Pitch of Sprocket Hole 

Lead Spacing 

Length from Hole Center to Component Center 

Length from Hole Center to Lead 

Body Diameter 

Deviation along Tape, Left or Right 

Carrier Tape Width 

Position of Sprocket Hole 

Lead Distance between Reference and Bottom Planes 

Height of Component 

Protrusion Length 

Diameter of Sprocket Hole 

Lead Diameter 

Total Tape Thickness 

Total Thickness, Tape and Lead Wire 

Deviation across Tape 

Portion to Cut in Case of Defect 

Hold down Tape Width 

Hold down Tape Position 

Coating Extension on Lead

Body Thickness
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P1
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∆S
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d

t1

t2

∆h1, ∆h2

L

W0

W2

e

T

12.7

12.7±0.3

5.0+0.8/–0.2

6.35±1.3

3.85±0.8

3.5 max.

0±2.0

18.0±0.5

9.0±0.5

16.0±1.0

4.0 max.

+0.5 to –1.0

4.0±0.1

0.50±0.03

0.6±0.3

1.6 max.

1.0 max.

11.0+0/–2.0

11.0 min.

1.5±1.5

Up to the crimp point

2.6 max.

(in mm)

    Minimum Order Quantity

    Taping Dimensions (NTSA_N6A0 Series)
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Part Number Minimum Quantity (pcs.)

Bulk

NXFT

NTSA_E1B0

NTSD0

NTSD1_30

NTSD1_40

NTSD1_50

-

3,000

-

-

-

-

1,000

500

500

500

200

200

Part Number Minimum Quantity (pcs.)

Ammo Pack Taping

NTSA_N6A0

-

-

-

-

-


