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MURATA CMCC products application list and supported products
For Signal line

DL□/PL□/NFP Series >

DLM11SN
_HZ2 Series

DLW21SH
900HQ2

DLW43MH
201XK2

DLW43SH
Series

DLW21SH
_HQ2 Series

DLM11SN
_HZ2 Series

DLW32MH
201XK2

DLW32MH
101XT2

DLW32SH
101XF2

DLW32MH
101XK2

1.25 x 1.0mm
(0504/1210)

2.0 x 1.2mm
(0805/2012)

3.2 x 2.5mm
(1210/3225)

4.5 x 3.2mm
(1812/4532)

LVDS*¹ 

(-6Gbps ) 

DLW21SH
391XQ2

DLW21PH
201XQ2

DLW21SH900HQ2

PoC*²

: Ser Des : Power over Coax*¹ *² 

S i g n a l  s p e e d

NEWNEW NEWNEW

NEWScc21 Class1
DLW32SH
510XF2

Scc21 Class3
DLW32SH
101XF2

CAN-FD
(-8Mbps)

DCMR
Class3

NEW

https://www.murata.com/en-global/-/search/productsearch?cate=cgsubChipCommoModeChokeCoil&partno=DLW43SH&realtime=1&scon=productionStatus;0_avairable@In%20Production

