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1. INTRODUCTION

There are a very large number of ICs specifically for driving LED’s that require an inductor to complete their
circuit function (see Figure 1). This compatibility guide gives a range of Murata inductors that have been
matched to the application notes of many of these ICs from a range of different vendors. The inductors
suggested are for specific applications listed in the IC datasheet, however, for different LED drive current or
frequency of operation (some ICs have selectable frequency) the inductor parts shown should give a good
indication of which series of parts will be best suited for any other configuration of the same IC.

Murata provide a range of inductors in different form factors to suit almost all conceivable applications,
however, some are better suited than others to match with specific IC’s and this document provides a guide
to an extensive range of commercially available IC’s and the inductor best suited to complete the application
as shown in the IC vendors datasheet for their part. While the list is extensive, new ICs are produced
regularly and old ones are obsoleted, hence if the reader wishes to use an IC not covered here and would
like advice and the part added, please get in touch. Similarly if a reader spots an IC we still have listed that
has become obsolete, feel free to update us as appropriate. Contact details are available on the Murata
website (www.murata.com)

FIGURE 1. BASIC LED DRIVER CIRCUIT
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2. SELECTION OF INDUCTORS FOR SWITGHING REGULATORS

The IC vendors datasheets provide a guide on how to select an inductor for each IC. In general the
inductance value provides the voltage conversion to allow the IC to produce a constant LED current, but is
dependent on the frequency of operation and current required. Many of the LED driver IC’s can function with
a range of different inductance values, hence the value shown here may not be the best for your application
(see Inductance Value below). Presented here are the best fit to the application notes that the IC suppliers
provide, hence the best “first attempt” for any other circuit configuration. If the chosen inductor here is not
the best fit for the conversion the reader requires, the series suggested most likely provides a narrowing

of the options and a value close to the one shown from the same series of inductors is most likely the one
to choose. Hence while we cannot provide the solution to every combination of input voltage and LED drive
current for every IC, the list gives a starting point and should help the reader arrive more rapidly at the
correct inductor for their specific application.
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3. GUIDELINES FOR INDUCTOR SELECTION

INDUCTANCE VALUE

While the IC datasheet should be consulted for calculation of the inductance value, it should be remembered that an exact value is unlikely to be available and the next
closest in the range should be chosen (e.g. if the calculation suggests 44uH, most likely a 47uH will suffice). As the IC is regulating on current rather than voltage, often a
higher value may also be preferred as this generally can provide the voltage required, but with a lower ripple, hence a compromise on some parameters (e.g. efficiency)
may be accepted to have a lower ripple current, especially for high current drivers.

SATURATION CURRENT

The value for saturation current provided in the datasheet should always be higher than the LED current delivered to the output. In general at the initial switch-on a
larger current will flow and can saturate the inductor for the first few cycles (typically less than 3-cycles), before normal regulation control is achieved (unless the IC has
a soft-start or ramped output control). In general, the saturation current should be 1.5x to 3x the required supply current.

SELF RESONANT FREQUENCY

The self-resonant frequency (SRF) of an inductor should always be much higher than the switching frequency of the LED driver IC. In general this is again not an issue as
most are below 2MHz and the inductance values at higher frequency tend to be lower, hence SRF is higher. An SRF of at least 5x the switching frequency is a relatively
safe margin to apply.

DC RESISTANCE

In general, the lower the value, the lower the loss, however, most wire-wound inductor have a relatively low DC resistance and this is a parameter that is often over
considered. Lower DC resistance comes from thicker wire gauges, which generally may have higher AC losses, particularly if the frequency of switching is in the MHz
region, hence there may be a trade off and unless switching currents are in excess of 3A most inductor DC resistance loss has a minimal impact on overall efficiency.
SIZE

Most inductors are selected for the above parameters and size is not always a consideration, but for some circuits height may be an issue (e.g. plug-in card and rack
systems), whereas in other PCB area may be at a premium. Consequently the choice of inductor may be constrained by available space within the final enclosure. In the
tables provided here, most of the thinner, low profile IC packages have been paired with smaller, low-profile inductors, however, if size is not a critical factor it may be
possible to find a larger, lower DC resistance and higher current part that is preferrable for the readers application.
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ALLEGRO

Mfr Part No Inductor Current Frequency Murata Part No
A6211 10uH 2A 500kHz 49100SC
A6213 10uH 1.3A 500kHz 48100SC
A6214 47uH 2A 500kHz 49470SC
A6216 47uH 2A 500kHz 49470SC
A6217 10uH 200mA 2MHz 34103C
A80601 6.8uH 1.3A 2.15MHz 486R8SC
A8510 22uH 320mA 2MHz 29223C
A8511 10uH 200mA 2MHz 34103C
A8522 10uH 1.8A 2MHz 48100SC
ALT80800 33uH 1A 500kHz 48330SC
ALT80802 3.3uH 700mA 2MHz 29332C

ANALOG DEVICES INC.
Mfr Part No
ADP1660
LT1932
LT1937
LT3465
LT3491
LT3497
LT3590
LT3591
LT3592
LT3593
LT3950
LT3950
LT3964
LT8374
LTC3490
MAX1553
MAX1554
MAX1561
MAX16813
MAX16813
MAX16822
MAX16832
MAX1698
MAX20051
MAX20052
MAX20053
MAX8901

Inductor
1uH
22uH
22uH
22uH
10uH
15uH
470uH
22uH
10uH
10uH
6.8uH
10uH
10uH
47uH
3.3uH
22uH
22uH
22uH
22uH
22uH
220uH
220uH
10uH
33uH
33uH
33uH
22uH

Current
500mA
15mA
15mA
150mA
20mA
100mA
50mA
200mA
500mA
100mA
20mA
250mA
1A
330mA
300mA
20mA
20mA
20mA
160mA
200mA
200mA
200mA
500mA
300mA
300mA
300mA
20mA

Frequency
1MHz
1.2MHz
1.2MHz
1.2MHz
2.3MHz
2.3MHz
850kHz
1MHz
2.2MHz
1MHz
1.2MHz
2.2MHz
1MHz
330kHz
1.3MHz
1MHz
1MHz
1MHz
1MHz
1MHz
2MHz
2MHz
220kHz
2.1MHz
2.1MHz
2.1MHz
750kHz

Murata Part No
27T102C
82153C
82153C
82153C
82103C
34153C
27474C
29223C
29103C
82103C
82682C
45103C
48100SC
46473C
82332C
34223C
34223C
34223C
84223C
29223C
46224C
46224C
29103C
45333C
45333C
45333C
82223C

Mfr Part No
TLD5097
TLD5045
ILD6150

www.murata.com

Inductor
100 uH
220uH
33uH

Current
1A
700mA
1.5A

Frequency
500kHz
250kHz
350kHz

Murata Part No
15104C
60B224C
19R333C
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Mfr Part No Inductor Current Frequency Murata Part No
AL3069 10uH 400mA 1MHz 29103C
AL3644 1uH 1A 4MHz 29102C
AL8841 100uH 330mA 200kHz 48101SC
AL8843 47uH 350mA 500kHz 46473C
AL8860 100uH 300mA 200kHz 46104C
AL8861 100uH 300mA 200kHz 46104C
AL8862 68uH 600mA 550kHz 49680SC
AL8863 47uH 1A 245kHz 48470SC
AL8891 5.6uH 2A 2.2MHz 38L572C
AL9901 4.7mH 180mA 50kHz 19R475C
AP3019 22uH 100mA 1.2MHz 29104C
AP3031 4.7uH 1A 1MHz 46472C
AP3032 6.8uH 80mA 1MHz 82682C
AP3036 22uH 60mA 1MHz 82223C
AP5724 22uH 30mA 1.2MHz 82223C
AP5725 22uH 25mA 1.2MHz 82223C
AP5726 22uH 30mA 1.2MHz 82223C
AP5727 22uH 50mA 1.2MHz 82223C
AP8802 68uH 600mA 625kHz 48680SC
AP8803 33uH 350mA 400kHz 45333C
PAM2803 2.2uH 750mA 1MHz 23S2R2C
PAM2804 4.7uH 1A 1.5MHz 46472C
PAM2841 22uH 50mA 1MHz 82223C
PAM2861 47uH 250mA 233kHz 46473C
PAM2863 33uH 300mA 233kHz 45333C
ZXLD1350 47uH 350mA 250kHz 46473C
ZXLD1356 68uH 600mA 625kHz 48680SC
ZXLD1360 47uH 350mA 400kHz 46473C
ZXLD1362 68uH 600mA 625kHz 48680SC
ZXLD1366 68uH 600mA 260kHz 48680SC
ZXLD1370 33uH 700mA 500kHz 48330SC
ZXLD1371 33uH 350mA 400kHz 45333C
ZXLD1374 33uH 1A 400kHz 49330SC
ZXLD383 10uH 30mA 330kHz 82103C
ZXSC300 100uH 500mA 200kHz 49101SC
ZXSC310 68uH 50mA 200kHz 82683C
Mfr Part No Inductor Current Frequency Murata Part No
I1S31BL3508A 10uH 700mA 1MHz 46103C
1S31BL3508B 4.7uH 400mA 1MHz 23S4R7C
IS31LT3354 47uH 2A 1MHz 60B473C
IS31LT3360 47uH 1.2A 1MHz 19R473C
IS31LT3953 10uH 2.9A 1MHz 60A103C
1S32LT3954 10uH 2.9A 1MHz 60A103C
www.murata.com

LED DRIVER SUPPORT MAGNETICS_CompGuide.A03 Page 4 of 9



LED DRIVER SUPPORT MAGNETICS

INNOVATOR IN ELECTRONICS Compatibility guide
Mfr Part No Inductor Current Frequency Murata Part No
AT9919 10uH 20mA 1MHz 82103C
HV9918 10uH 20mA 1MHz 82103C
HV9921 68mH 20mA 90kHz 22R686MC
HV9922 68mH 50mA 90kHz 19R686C
HV9923 68mH 30mA 90kHz 22R686MC
HV9925 68mH 20mA 90kHz 19R686C
HV9967 10uH 20mA 1MHz 82103C
MCP1662 4.7uH 20mA 500kHz 82472C
MIC2287 10uH 20mA 1.2MHz 82103C
MIC2289 10uH 100mA 1.2MHz 82103C
MIC2291 10uH 100mA 1.2MHz 82103C
MIC2298 10uH 20mA 1.2MHz 82103C
MIC3201 22uH 350mA 650kHz 46223C
MIC3202 47uH 100mA 300kHz 45473C
MIC3223 22uH 350mA 1MHz 45223C
MIC3230 47uH 800mA 400kHz 49470SC
MIC3231 47uH 800mA 400kHz 49470SC
MIC3287 10uH 20mA 1.2MHz 82103C
MIC4826 220uH 30mA 66kHz 84224C
MiC4827 220uH 50mA 66kHz 84224C
MIC4830 220uH 20mA 100kHz 84224C
MIC4832 220uH 40mA 120kHz 84224C

{ROAM |
Mfr Part No Inductor Current Frequency Murata Part No
BD18353 10uH 1A 1.25MHz 48100SC
BD18364 10uH 320mA 1.25MHz 45103C
BD18397 22uH 1A 2.2MHz 49220SC
BD18398 22uH 1A 2.2MHz 49220SC
BD60A00 10uH 30mA 600kHz 82103C
BD60A60 10uH 30mA 600kHz 82103C
BD65D00 10uH 400mA 300kHz 45103C
BD81A24 22uH 750mA 2.2MHz 48220SC
BD81A44 22uH 1A 2.2MHz 49220SC
BD83A04 22uH 300mA 2.2MHz 29223C
BD83A14 22uH 500mA 2.2MHz 46223C
BD83A24 22uH 750mA 2.2MHz 48220SC
Mfr Part No Inductor Current Frequency Murata Part No
ALED6000 47uH 1A 500kHz 48470SC
ALED6001 47uH 1A 500kHz 48470SC
ALED7707 10uH 250mA 660kHz 34103C
ALED7709 15uH 1A 1MHz 49150SC
LED2000 10uH 1.5A 850kHz 49100SC
LED2001 10uH 1.5A 850kHz 49100SC
LED6000 47uH 1A 500kHz 48470SC
LED7706 10uH 250mA 660kHz 34103C
ST1CC40 22uH 1A 850kHz 48220SC
STLAO2 10uH 25mA 2MHz 82103C
STLD40 4.7uH 25mA 90kHz 82472C
www.murata.com
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MONOLITHIC POWER SOLUTIONS

Mfr Part No Inductor Current Frequency Murata Part No
MP1518 22uH 20mA 1.3MHz 82223C
MP1528 33uH 60mA Variable 82333C
MP23701 4.7uH 1.5A 1.4MHz 484R7SC
MP2410 4.7uH 1.5A 1MHz 484R7SC
MP2480 47uH 2A 2MHz 60A413C
MP2481 4.7uH 1A 1.4MHz 46472C
MP24833 68uH 1A 210kHz 15683C
MP2488 47uH 700mA 200kHz 49470SC
MP24895 47uH 500mA 500kHz 49470SC
MP2489 47uH 550mA 600kHz 49470SC
MP3202 10uH 250mA 1MHz 34103C
MP3209 22uH 350mA 1.4MHz 45223C
MP3301 4.7uH 20mA 1.3MHz 82472C
MP3302 4.7uH 180mA 1.3MHz 82472C
MP3304 2.2uH 200mA 2.2MHz 82222C
MP3305 2.2uH 200mA 2.2MHz 82222C
MP3306 15uH 20mA 700kHz 82153C
MP3309 22uH 100mA 400kHz 34223C
MP3310 22uH 80mA 1MHz 34223C
MP3312 4.7uH 20mA 1.2MHz 82472C
MP3314 10uH 120mA 625kHz 34103C
MP3320 4.7uH 100mA 1MHz 82472C
MP3336 1uH 1A 3MHz 29102C
MP3362 4.7uH 200mA 1MHz 27472C
MP3363 4.7uH 80mA 2.2MHz 82472C
MP3364 22uH 50mA 2.2MHz 82223C
MP3367 22uH 75mA 2.2MHz 82223C
MP3383 33uH 480mA 500kHz 46473C
MP3385 33uH 480mA 820kHz 46473C
MP3387 10uH 120mA 625kHz 82103C
MP3394 33uH 800mA 570kHz 49330SC
MP3398 33uH 480mA 500kHz 46473C
MP4425 2.2uH 1A 2.2MHz 45222C
MP46885 47uH 500mA 2MHz 46473C
MP4688 47uH 700mA 2MHz 45472C
MP4689 47uH 250mA 1MHz 29473C
MP7200 10uH 1.2A 410kHz 48100SC
MP7235 2.2uH 1.5A 2.2MHz 46222C
MPQ24833 33uH 1A 420kHz 49330SC
MPQ3326 22uH 50mA 2.2MHz 82223C
MPQ3362 22uH 50mA 2.2MHz 82223C
MPQ3364 22uH 50mA 2.2MHz 82223C
MPQ3367 22uH 50mA 2.2MHz 82223C
MPQ3369 22uH 50mA 2.2MHz 82223C
MPQ7200 4.7uH 1.2A 2.3MHz 46472C
MPQ7230 3.3uH 2.5A 2.4MHz 493R3SC
MPQ7231 3.3uH 2.5A 2.4MHz 493R3SC
MPQ7235 3.3uH 2.5A 2.4MHz 493R3SC
www.murata.com
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TEXAS INSTRUMENTS

Mfr Part No Inductor Current Frequency Murata Part No
LM3405 6.8uH 1A 1.6MHz 29682C
LM3407 22uH 350mA 1MHz 29223C
LM3508 22uH 30mA 850kHz 82223C
LM36010 1uH 1A 4MHz 84102C
LM3630 22uH 60mA 500kHz 82223C
LM3643 1uH 1A 2MHz 84102C
LM3644 1uH 1A 2MHz 84102C
LM3648 1uH 500mA 4MHz 82102C
LM36922 10uH 50mA 1MHz 34103C
LM36923 10uH 1A 1MHz 46103C
LM3697 10uH 20mA 1MHz 34103C
LP8556 33uH 150mA 625kHz 84333C
TPS61042 4.7uH 320mA 1MHz 82472C
TPS61043 4.7uH 320mA 1MHz 27T472C
TPS61050 2.2uH 500mA 2MHz 84222C
TPS61052 2.2uH 500mA 2MHz 84222C
TPS61054 2.2uH 500mA 2MHz 84222C
TPS61055 2.2uH 500mA 2MHz 84222C
TPS61060 22uH 20mA 1MHz 82223C
TPS61061 22uH 20mA 1MHz 82223C
TPS61158 15uH 150mA 750kHz 82153C
TPS61160 22uH 50mA 600kHz 82223C
TPS61161 22uH 50mA 600kHz 82223C
TPS61161 22uH 50mA 600kHz 82223C
TPS61162 4.7uH 200mA 1.2MHz 34472C
TPS61163 4.7uH 1A 1.2MHz 45472C
TPS61169 4.7uH 200mA 1.2MHz 34472C
TPS65137 4.7uH 250mA 1.7MHz 34472C
TPS92200 10uH 1A 1MHz 46103C
TPS92201 2.2uH 1.5A 1.5MHz 45222C
TPS92360 4.7uH 200mA 1.2MHz 34472C
TPS92511 100uH 500mA 300kHz 49101SC
TPS92560 15uH 300mA 1MHz 34153C
TPS92561 15uH 300mA 1MHz 34153C
MP7200 10uH 1.2A 410kHz 47100SC
MP7235 2.2uH 1.5A 2.2MHz 46222C
MPQ24833 33uH 1A 420kHz 49330SC
MPQ3326 22uH 50mA 2.2MHz 82223C
MPQ3362 22uH 50mA 2.2MHz 82223C
MPQ3364 22uH 50mA 2.2MHz 82223C
MPQ3367 22uH 50mA 2.2MHz 82223C
MPQ3369 22uH 50mA 2.2MHz 82223C
MPQ7200 4.7uH 1.2A 2.3MHz 46472C
MPQ7230 3.3uH 2.5A 2.4MHz 493R3SC
MPQ7231 3.3uH 2.5A 2.4MHz 493R3SC
MPQ7235 3.3uH 2.5A 2.4MHz 493R3SC
www.murata.com

LED DRIVER SUPPORT MAGNETICS_CompGuide.A03 Page 7 of 9



mRa_ta LED DRIVER SUPPORT MAGNETICS

INNOVATOR IN ELECTRONICS Compatibility guide
TAIWAN SEMICONDUCTOR

Mfr Part No Inductor Current Frequency Murata Part No

7519371 68uH 180mA 1.2MHz 45683C

7519376 47UH 325mA 1MHz 45473C

7519503 47UH 500mA 1MHz 46473C

The information provided in this application note is believed to be accurate and reliable, but is for guidance only and should not be replied upon. The user is responsible
for ensuring that the Murata Power Solutions product selected is wholly suitable for its intended applications and, in particular, it should be noted that the specifications
of semiconductor devices change from time to time. Nothing contained in this application note is intended to imply there is any connection between Murata Power
Solutions and any third party mentioned in it. Murata Power Solutions does not endorse third parties or third party products, nor should it be implied (unless otherwise
stated) that such third party endorses the products of Murata Power Solutions.

www.murata.com
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DISCLAIMER

Unless otherwise stated in the datasheet, all products are designed for standard commercial and industrial applications and NOT for safety-critical and/or life-critical
applications.

Particularly for safety-critical and/or life-critical applications, i.e. applications that may directly endanger or cause the loss of life, inflict bodily harm and/or loss or severe

damage to equipment/property, and severely harm the environment, a prior explicit written approval from Murata is strictly required. Any use of Murata standard prod-
ucts for any safety-critical, life-critical or any related applications without any prior explicit written approval from Murata shall be deemed unauthorised use.

These applications include but are not limited to:

° Aircraft equipment

° Aerospace equipment

° Undersea equipment

° Power plant control equipment

° Medical equipment

° Transportation equipment (automobiles, trains, ships, etc.)
° Traffic signal equipment

° Disaster prevention / crime prevention equipment

° Data Processing equipment

Murata makes no express or implied warranty, representation, or guarantee of suitability, fitness for any particular use/purpose and/or compatibility with any applica-
tion or device of the buyer, nor does Murata assume any liability whatsoever arising out of unauthorised use of any Murata product for the application of the buyer. The
suitability, fitness for any particular use/purpose and/or compatibility of Murata product with any application or device of the buyer remain to be the responsibility and
liability of the buyer.

Buyer represents and agrees that it has all the necessary expertise to create and implement safeguards that anticipate dangerous consequences of failures, moni-

tor failures and their consequences, lessen the likelihood of failures that might cause harm, and take appropriate remedial actions. Buyer will fully indemnify and hold
Murata, its affiliated companies, and its representatives harmless against any damages arising out of unauthorised use of any Murata products in any safety-critical and/
or life-critical applications.

Remark: Murata in this section refers to Murata Manufacturing Company and its affiliated companies worldwide including, but not limited to, Murata Power Solutions.

and the Life and Safety Critical Application Sales Policy:
Refer to: https://www.murata.com/en-eu/products/power/requirements

Murata Power Solutions (Milton Keynes) Ltd. makes no representation that the use of its products in the circuits described herein, or the use
of other technical information contained herein, will not infringe upon existing or future patent rights. The descriptions contained herein do
not imply the granting of licenses to make, use, or sell equi in therewith. ifications are subject to change
without notice. © 2025 Murata Power Solutions (Milton Keynes) Ltd.

f This product is subject to the following operating requirements

www.murata.com
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